
IP CloCkSAnAlog & DigitAl

Consistent and accurate time across an organization  
maintains efficiency and smooth company operation. 
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Surface Mount

Surface Mount
12” 16”

2.5” 4.0”

   

12”. . . . . . . . . ViP-A12A 
16”. . . . . . . . . ViP-A16A

Doubled Sided  
12”. . . . . . . . . ViP-A12ADS 
16”. . . . . . . . . ViP-A16ADS

IP AnAlog CloCkS 
  2.5” . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ViP-D425A 

4 Digit 4.0” . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ViP-D440A

  Doubled Sided  
  2.5” . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ViP-D425ADS 
  4.0” . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ViP-D440ADS

  2.5” . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ViP-D625A 
  4.0” . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ViP-D640A 
6 Digit  
  Doubled Sided  
  2.5” . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ViP-D625ADS 
  4.0” . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ViP-D640ADS

IP DIgItAl CloCkS

•	 Set Automatically by ntP   
 (network time Protocol) 

•	 10/100BaseT	Ethernet	Compatible	

•	 DHCP	or	Static	IP	Addressable	

•	 Power	over	Ethernet	(IEEE	802.3af)

•	 No	Master	Clock	Required 

•	 Simple	User	Control	for:	 
	 –	IP	Configuration	 
	 –	NTP	Server	Address	 
	 –	Time	Zone	Offset	From	UTC,	Daylight	Savings	
time  
	 –	Time	Display,	12/24	Hour	Format	 
	 –	Status	Reporting 

•	 Easily	Up-Load	Firmware	Upgrades	

•	 Industrial	Grade	Metal	Housings
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